STEVISTREPORT

JOBNO 2861

JOB TITLE Tilehurst Methodist Church

DATE 04.08.08 COMPTONLACEY

TME 12.30am

architecture townplanning landscape

VISTED BY MY, MW, RH

(1) WORK IN PROGRESS

The staircase wasbeing installed.
Radiatorswere being installed in the front extension.

(2) PROGRESSIN RELATION TO PROGRAMME

The plasterwork internally hasbeen completed and a mist of paint applied to the walls,
The stairsare 70% complete in theirinstallation.

The MDFcupboard forthe electricsin the new extenson.

The fire alarm system hasbeen installed.

The glassscreenshave been installed either sde of the entrance lobby.

The projectisapproximately 8 weeksbehind schedule.

(3) EXTENSION(S) OF TME

None hasbeenrequested.

(4) WEATHER

Dry and sunny

(5) LABOURON SITE

1joiner, 3 labourers, ste agent.

(6) MATERIALSY COMPONENTSON SITE

Renovating Plaster

(7) COMMENTS

TMC have requested a quotation for bricking up the doorway at the back of the church rather than
installing a plywood panel.

The majority of the ground floor pewshave been removed by the client.

The top latch of the new front doorsisabove a height that can be reached with ease. CLto look at
the optionsavailable fora modern long latch verson.

TMC confirmsthat since the PA system isno longer being installed at the top of the stairsthat the
existing pewson the left hand side of the balcony can remain in stu. CLrequeststhat the rearpew is
secured in a better mannerthan at present.

The levelsof the stepson the church balcony are dightly different than originally anticipated. CL
confirmsthat the stepscan therefore be smplified aslong asthe 850mm width ismaintained as
shown on drawing 1015 _C1.

(8) PHOTOS













