SITE VISITREPORT

JOBNO 2861

JOB TITLE Tilehurst Methodist Church

DATE 19.08.08 COMPTONLACEY

TIME 2.45pm

architecture townplanning landscape

VISTED BY MY, MW

(1) WORK IN PROGRESS

The external workswere being set out at the front of the church.

(2) PROGRESSIN RELATION TO PROGRAMME

Aspermy previoussite vigt report plus:

The doorunderthe stairhasbeen installed,

The doorto the disabled WC hasbeen installed

The area to the front of the church hasbeen cleared and the trench forthe wall foundationshas
been dug.

(3) EXTENSION(S) OF TME

None hasbeenrequested.

(4) WEATHER

unny with occasional heavy showers

(5) LABOURON SITE

2 ground workerd labourer

(6) MATERIALSY COMPONENTSON SITE

.Renovating plaster, Ballast

(7) COMMENTS

The purpose of the vist wasto deliver a detail forthe ramp at the front of the building and to discuss
the requirementsof the design. LC to set out the area and then establish what the exact level
difference willbe between the level platform outside the entrance doorsand the surrounding area.
Once the front area hasbeen laid out LC to contact TMC to get the funeral directorsto see if the
turning space isadequate forthe hearse.

The Link Building isclosed at present so the contractor hastaken the opportunity to demolish the wall
between the ‘Link’ and the church. He willalso be demolishing the required section of the wall at
the front of the ‘Link’.

CLhasingtructed that a lock hasbeen fitted to the cupboard under the stairin case the church
wishesto store their AV equipment there. CLhasalso instructed that a handle but no lock isinstalled
to the electrical cupboard forease of use by church members.

CLhasinstructed that the brickwork isrepaired following the removal of the boiler house. An amount
of repairhasbeen allowed forin the contract however CLconsdersthat there isslightly more work
required than originally anticipated.

LC requestsconfirmation of the finishing treatment for the new staircase. CLto provide.

CLneedsto provide material detailsfor brick stepsto the front of the church.

CLto confirm the work required to the woodwork at the back of the church.




CLconfirmsthat the whole of the vegetated area at the back of the ‘Link’ needsto be tarmaced
right up to the existing paved area.

(8) PHOTOS













