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JOBNO 2861

JOB TITLE Tilehurst Methodist Church

DATE 08.09.08 COMPTONLACEY

TME 10.40am

architecture townplanning landscape

VISTED BY MY, MW

(1) WORK IN PROGRESS

The wall next to the new externalramp wasbeing constructed.
The Doc M packwasbeing installed.

(2) PROGRESSIN RELATION TO PROGRAMME

The screed hasbeen laid at the back of the church.
The finish hasbeen applied to the handrailson the stairs.
The front of the site hasbeen cleared and the externalworksare being constructed.

(3) EXTENSION(S) OF TIME

None hasbeenrequested.

(4) WEATHER

Overcast with occasonal heavy showers

(5) LABOURON STE

4 people including bricklayersand one person installing the Doc M Pack

(6) MATERIALS COMPONENTSON SITE

Bricksfor the external works

(7) COMMENTS

A manifestation isrequired for the large screensin the entrance lobby. LC to supply 2 rowsof
repeating 50mm sguaresalong each screen.

The contractor hasconfirmed that the drive through of the hearse wascarried out and the driver
had difficultiesat a numberof points. It wasdiscussed whetherthe wall should be shortened which
would allow sufficient turning space. The client hasnow decided that the walland piersshould be
completely removed.

LC hasdated that they are intending to hand overthe church next week. CLstatesthat they expect
a safe and ramped accessto the front entrance of the church howeverdo not expect all of the
external worksto be completed aspart of this.

CLhastold TMC that although they may be able to take possession next week that they will need to
manage the building very carefully until they install the carpet since nosingsto stepsand stairswill not
be installed. CLrecommendsthat the gallery space isnot used at all.

LC confirmsthey willbe installing a plywood edge to the platform at the rear of the church for the
client’'scarpetinstaller to fixup to.

CLremindsLC that they need to put the pewsback on the first floor gallery and remove the former
housing for the water tank.

CLhasrequested that LC changesthe handle to the doorsin the insde lobby. By reusing the existing
handlesthey willbe easierto open and warm to the touch so would be bettercomply with Part M of
the Building Regulations.




The client hasreinstalled the church organ at their own risk prior to the handover of the project.

Some of the paint on the newly plastered area of the church ispeeling. LC to discoverwhy and
remedy the situation.

LC enquired to what extent the wall to the side of the church needsto be made good following the
removal of the boilerroom. CLconfirmsthat at present the area isvery messy and thatit willbe
needed to be tidied up quite extensively since itisan area that isviewed by large numbersof the
public.

LC hasdated that the finish to the rear panelling willbe applied afterthe cleanershave been in next
week. LC hasalso confirmed that the bottom part to the oak panelling hasbeen ordered.

(8) PHOTOS










