SITE VISITREPORT

JOBNO 2861

JOB TITLE Tilehurst Methodist Church

DATE 29.09.08 COMPTONLACEY

TIME 12pm

architecture townplanning landscape

VISTED BY MY, MW

(1) WORK IN PROGRESS

The cracked sabsnext to the link building are being replaced.

(2) PROGRESSIN RELATION TO PROGRAMME

The latex hasbeen applied to the jointsin the floor.

The shelf hasbeen fixed at the rear of the church.

The door handleshave been installed.

The lock to the reardoor between the church and rearcorridor hasbeen fixed.
The building isalmost ready to be handed over.

(3) EXTENSION(S) OF TME

None hasbeenrequested.

(4) WEATHER

Dry, sunny

(5) LABOURON SITE

1 ground worker

(6) MATERIALSY COMPONENTSON SITE

Left over bricksand paving dabs.

(7) COMMENTS

Snce my visit on 18th September a large number of the identified snagshave been dealt with, the
majority of the remaining defectsare to do with decoration.

The client requeststhat the Methodist Church lettering in the entrance lobby isrepainted black.

The client requeststhat a tap isinstalled in the disabled WC to allow them to filla tea urn. CL
expressesconcern that thisisunhygienic. TMC to instead use the instant hot water unit next to the
vestry sink which isat leastin a separate room to the WC.

The pew that formspart of the balcony guarding to the first floor hasbeen painted on the LHSbut left
asstained timberon the RHS Edging on the RHSto be painted to match.

LC asksif TMC wish to retain the externaltap at the front of the church. TMC asksifit can be isolated
from inside the church, in which case it would be usefulto keep. LC statesit cannot be isolated so
willremove the tap.

CLto carry out a hand overinspection on Wednesday. TMC requestsconfirmation that theircarpet
can be installed on Riday. CL statesthat theircarpetinstaller should come in after the building has
been handed overin case any damage iscaused howeverishopeful that thiswillhappen on
Wednesday. LC confirmsthat if thisisdone work will be started on the rear building on Monday.

LC confirmsthey have spoken to the structural engineer and the guarding to the ramp will be fixed
to the paving and not to the top of the wall.




(8) PHOTOS










